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Support electronic appliance with maximum loading of 1500W 
Control On/O� function manually with knob button or remote 
control by Z-wave® certi�ed controller 
Low power consumption is less than 0.6W at standby mode
Simply plug in the wall outlet and attach the electronic appliances

Power Switch

TD1000Z2

Power Monitor

TD1030Z1

Support electronic appliance with maximum loading of 1600W 
Low power consumption is less than 0.6W at standby mode
Show the power consumptions of electronic appliances that plug 
into this product
Calculate the total of power consumed in time periods of day, 
month, and year
Display the values of the measurements on the remote site
Simply plug in the wall outlet and attach the electronic appliances

Window/Door Detector

TD1120Z1

Z-Wave® USB Dongle

WD6000Z1

Easy installation
Add-on optional door detector can control 2 sensors 
at the same time
FLiRS function support
Low battery LED indication.

Simply plug in PC/ Notebook USB port with driver installation
USB 2.0 interface package
Support NWI(Network Wide Inclusion)mode.
Supprot multiple OS driver 

Home Gateway

FG2140

32-bit RISC processor with MCU
Support clock up to 525MHz
64MB �ash memory
256MB DRAM
4 x USB 2.0 port
Friendly user interface for device setting
Embedded Linux OS support
10/100/1000Mbps Ethernet port for LAN
802.11 b/g/n WiFi for wireless LAN
DIN mount support

Power Monitor Switch

TD1200Z1

Lamp Dimmer 
          

TD1010Z2

Support electronic appliance with maximum loading of 1600W
Support “Automatic Overload Protection” when the appliance on it 
overloads
Low power consumption is less than 0.6W at standby mode
Display the values of the measurements on the remote site
Control On/O� function manually with knob button or remote 
control by Z-wave® certi�ed controller 
Simply plug in the wall outlet and attach the electronic appliances 

Support up to 300W, both dimmable LED and traditional 
incandescent/ dimmable halogen loads
Low power consumption is less than 0.6W at standby mode
Control On/O� function manually with knob button or remote 
control by Z-wave® certi�ed controller 
Simply plug in the wall outlet and attach the lamp

Power monitor switch Power switch

In-Wall 
Power Monitor

Small form factor that �ts in most gang boxes worldwide
Cost-e�ectiveness Z-Wave® power monitor.
Monitor via Z-Wave®
Latest Z-Wave® protocol and commands.
Support worldwide electricity power plugs
Optimized antenna range

TD1300

LED Dimmer

Power monitor

USB Z-Wave ® Dongle

 

Door / Window detector

Home Gateway

Home 
GateWay
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Home Automation
Save Energy, Save Money!
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Max Load

Power Consumption (Stand-by)

Indicator
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Data Rate

Operation Range

Operation Temperature

Regulatory Approvals

 AC110 ~ 120V / 60Hz

 1500W

 0.6W

 Bicolor LED (Red, Green)

 908.42MHz

 40 kbps

 Up to 100 feet

 0~40 °C

 FCC, UL

Power

Max Load

Power Consumption (Stand-by)

Indicator

Frequency

Data Rate

Operation Range

Operation Temperature

Regulatory Approvals

AC110 ~ 120V / 60Hz

1600W

0.6W

Bicolor LED (Red, Green)

908.42MHz

40 kbps

Up to 100 feet

0~40 °C

FCC, UL

Power

Indicator

Frequency

Data Rate

Operation Range

Operation Temperature

Regulatory Approvals

Battery 1.5V AAAx2

Bicolor LED (Red, Green)

 908.42MHz

 40 kbps

 Up to 100 feet

 0~40 °C

 FCC

Power

Interface

Frequency

Data Rate

Operation Range

Operation Temperature

Regulatory Approvals

USB bus powered 

Compliant with USB 2.0 version speci�cation. Full speed 
USB data transmission rate up to 12Mbps

908.42MHz

40 kbps

Up to 100 feet

0 ~ 40 °C

FCC

Power

Max Load

Power Consumption (Stand-by)

Indicator

Frequency

Data Rate

Operation Range

Operation Temperature

Regulatory Approvals

 AC110 ~ 120V / 60Hz

 1600W

 0.6W

 Bicolor LED (Red, Green)

 908.42MHz

 40 kbps

 Up to 100 feet

 0~40 °C

 FCC, UL

Power

Max Load

Power Consumption (Stand-by)

Indicator

Frequency

Data Rate

Operation Range

Operation Temperature

Regulatory Approvals

 AC110 ~ 120V / 60Hz

 300W

 0.6W

 Bicolor LED (Red, Green)

 908.42MHz

 40 kbps

 Up to 100 feet

 0~40 °C

 FCC, UL

Power

Indicator

Frequency

Operating Range

Operating Temperature

Dimensions

110V 60Hz input, 275W or 2.5A max output

Bicolor LED(Red,Green)

908.42MHz

Up to 100 feet

0~55°C

52x49x18.5mm

Ports

Connector

ESD Protection

Transmission Speed

Interface

Interface Connector

Power Requirements

Operating Temperature

Operating Humidity

Regulatory Approvals

4xUSB2.0

USB-A female

8 KV ESD

12M ~ 480Mbps

GigaLAN / WiFi

RJ-45 / Reverse SMA antenna

5V3A DC / 9 ~ 36 VDC

0~55°C

5~95% RH

FCC/CE

power Switch

power Switch

power Monitor

power Monitor

Power Monitor Switch

Power Monitor Switch

Regulatory Approvals FCC


